
The  Finnpipette system
 One family of pipettes is all you need to  
 comfortably meet any application challenge



•	 Exceptional ergonomics: From 
our lightweight designs to strain-free 
pipetting features

•	 Comprehensive model selection: 
Including single-, 8-, 12-, and 
16-channel models supporting 
volumes from 0.2 µL to 10 mL

•	 Broad portfolio of tips: Choose 
from standard or specialized 
varieties for specific applications and 
improved ergonomics

•	 Convenient color-coding: 
Finnpipettes and Thermo Scientific™ 
Finntip™ pipette tips are color‑coded 
by volume to make it easy to 
select the right pipette and tips in 
any environment

Meet your challenges with 
ease and precision

For decades, Thermo Scientific™ Finnpipette™ pipetting systems have 

delivered exceptional productivity and ergonomics across thousands of labs and 

applications worldwide.

Each enhancement, purposely designed to make your life in the lab easier, more 

efficient, and more successful, has made Finnpipette systems the trusted standard of 

excellence for comfort, ease of use, and reliability.

•	 Internationally recognized 
certifications: Manufactured at facilities 
holding internationally recognized 
certifications, including ISO 9001, ISO 
14001, and ISO 13485, reflecting our 
commitment to quality, environmental 
responsibility, and regulatory 
compliance.

•	 Industry-leading warranty: Receive 
an extended five-year warranty on     
Thermo Scientific™ Finnpipette™ F1 
or F2 pipettes and up to three years 
on Thermo Scientific™ FluidEase™ Pro 
Finnpipette™ electronic pipettes with 
convenient online registration



FluidEase Pro 
Finnpipette
pipette
The move to electronic  

pipetting to support higher 

throughput is easier than 

you think

Finnpipette F2 
pipettes
Rugged construction  

and ease of maintenance for your 

more demanding applications

Finnpipette F1 
pipettes
A high-performance manual pipette 

featuring a lightweight design, low 

plunger, tip attachment and ejection 

forces, plus a secure volume lock 

and adjustable finger rest.

Finntip pipette tips
Engineered for maximum  

performance and comfort  

with every Finnpipette pipette

Finnpipette systems

The evolution of excellence continues…
with more enhancements, thanks to your valuable 
feedback. It’s never been easier to select the 
right pipette to match your specific requirements. 
Performance and comfort without compromise is our 
commitment—more like choosing a trusted lab partner 
than selecting a pipette. 



 Electronic pipettes
Feel the difference with FluidEase Pro Finnpipette pipette
An optimal solution for complex protocols
The electronic pipetting action and flexible user interface of 

Thermo Scientific™ FluidEase™ Finnpipette™ electronic pipettes  

enable efficient use of precious time and resources. 

Electronic operation helps you enjoy pipetting again
Designed for optimum comfort and ease of use, the electronic 

tip ejection and index finger pipetting action let your thumb relax 

during pipetting.

Well suited for multiple users and environments
Personalized user interface and password protection enable 

unified operation among multiple users.

Connected pipetting via Bluetooth™ technology or 
USB cable
Connect your FluidEase Finnpipette pipette to the             

Thermo Scientific™ My Pipette™ Creator app on your PC to easily 

create programs, download prewritten protocols, and share 

protocols between pipettes and colleagues.

See it in action at 
thermofisher.com/fluidease

What users are saying                                                                                                                                 

Light in the hand. Intuitive to use. Smooth and stable in action.

Users appreciate the lightweight feel, intuitive interface, smooth, and stable performance of the 

FluidEase Pro Finnpipette pipette—supporting a confident pipetting experience from the very first use.
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 Elegantly simple from trigger to tip
Ergonomic FluidEase Finnpipette electronic pipettes are as fast 
and easy-to-use as manual pipettes and help improve accuracy

3. My Pipette Creator
Program your pipette away from the 
bench and transfer with ease

4. Pipette charging stand
There are two ways to charge 
the pipette, either with a modular 
charging stand which can grow up 
to four positions or the wall mount 
charging stand

7. Program storage
Store up to 30 protocols directly 
on your pipette for quick access 
at the bench, even when you are 
away from your computer. Keep 
additional protocols organized 
within the Thermo Fisher™ Connect 
Platform, where you can build, 
manage, and access an extended 
library of workflows anytime

8. Index finger trigger
The index-finger trigger shifts effort 
away from the thumb, creating a 
more relaxed and intuitive pipetting 
motion. The adjustable finger hook 
enhances hand support, helping to 
ease strain during long workflows.

9. Volume sizes 
Color-coded details on the pipette 
handle make it easy to identify the 
matching Finntip pipette tips by 
color. Single-channel models cover 
a wide volume range from 0.5 µL to 
10 mL, while multichannel models 
are available in volume ranges from 
0.5 µL to 1,250 µL.

1. Touchscreen
The high-resolution touchscreen 
enables fast, intuitive control, 
allowing you to program workflows 
in seconds with simple gestures. 
Compatible with laboratory gloves, 
it helps keep every task smooth, 
efficient, and uninterrupted

2. Balanced and ergonomic for 
reduced strain
This pipette is designed for all-day 
comfort with a balanced, comfortable 
feel that reduces hand fatigue during 
repetitive pipetting. Its natural grip and 
smooth electronic motion support a 
relaxed, steady hand posture, helping 
users maintain precision through long 
workflows. Whether performing quick 
routine transfers or extended experiments, 
it supports user comfort and a consistent, 
accurate performance

6. Easy ejection
Experience easy electronic tip ejection 
designed to minimize strain and 
maximize confidence at the bench. 
The intuitive interface automatically 
prevents accidental tip release whenever 
liquid remains inside the tips, helping 
safeguard your samples and workflow. 
The clear-light guide indicators show 
you when it is safe to eject the tips. This 
built-in assistance helps users work 
confidently and consistently, reducing 
errors and supporting a smoother, more 
reproducible workflow

5. Pipette tracking
Service and calibration trackers remind 
you when the pipette needs to be 
recalibrated or sent for service

Customizable calibrations
Higher-quality results with 
customizable calibrations—improve 
accuracy by creating different 
calibrations for liquids with varying 
viscosity or when using special tips.
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 Intuitive control and powerful  
functionality from day one

A smarter way to pipette 
The FluidEase Pro Finnpipette electronic pipette brings next-generation usability to the 

lab with a modern, icon-based touchscreen interface that feels natural from the very 

first use. Customize your home screen, create shortcuts to your favorite modes, and 

begin pipetting in seconds using ready-to-go preset programs. For complex, multi-step 

protocols, Step Builder gives you full control to design guided sequences that support 

higher reproducibility and reduce variability across users.  

 

With Bluetooth connectivity and user profile storage, each person can maintain their 

own preferences while helping keep workflows consistent across the lab.

Presets for everyday speed
Preset modes let you start work 

immediately using the functions 

you rely on most, such as forward 

pipetting, reverse pipetting, multi-

dispensing, mixing, and dilution. 

Adjust volume and speed, press 

start, and you are ready to go. This 

streamlined experience makes routine 

pipetting fast, efficient, and intuitive.

Step Builder for complex 
applications
When workflows require more control, 

Step Builder allows you to combine 

functional actions, such as fill, dispense, 

mix, blowout, pre-wet, and air gap, 

into a structured sequence tailored to 

your experiment. This guided approach 

supports consistent execution, reduces 

user-to-user variability, and enhances 

reproducibility across the lab.

Designed to fit the way modern 
labs work: Adaptive performance 
for every workflow
With the widest speed selection 

available, FluidEase pipettes adapt 

naturally to diverse applications, 

ranging from gentle aspiration for 

sensitive samples to rapid dispensing 

for high-throughput workflows. 

Aspiration and dispense speeds can 

be adjusted instantly, giving you the 

flexibility to fine-tune performance for 

each experiment.

Two powerful ways to program



Share protocols
Easily share protocols with colleagues 

across labs, locations, and even 

countries. With the My Pipette Creator 

app, your entire team can access a wide 

range of standardized and ready-to-use 

protocols with a single click, covering 

everything from DNA extraction to qPCR 

workflows and much more. This helps 

ensure consistent performance, minimize 

variability, and elevate productivity across 

your entire lab network.

Download protocols
Download pre-programmed  

protocols for your FluidEase pipettes  

and your favorite reagent kits from  

Thermo Fisher Scientific from the protocol 

library. Save time, enhance consistency, 

reduce the potential for programming 

errors, and help ensure optimal results.

Program protocols
Reduce the strain on your eyes and 

thumbs by programming protocols 

on your PC. Minimize programming 

errors and enable consistent results 

by transferring protocols to multiple 

pipettes instead of programming 

each pipette individually.

Manage pipettes
Connect multiple FluidEase pipettes 

to the My Pipette Creator app for 

efficient, centralized programming that 

helps provide consistent results and 

improved collaboration. 

Learn more at thermofisher.com/mypipette

 Web-based My Pipette Creator 
pipetting app
Boost your productivity and efficiency and connect your FluidEase pipette via 
Bluetooth or USB cable to the My Pipette Creator app on your PC or tablet. This app 
enables you to easily create programs and download pre-written protocols that can be 
shared with colleagues and multiple pipettes at once.

https://www.thermofisher.com/us/en/home/life-science/lab-plasticware-supplies/pipettes-pipette-tips/my-pipette-creator.html?cid=fl-lpd-mypipette
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Finnpipette F1 pipettes—everything you 
want in your everyday, go-to pipette
The Finnpipette F1 system supports performance with precision, all in a 

lightweight design that maximizes user comfort and reduces strain. An ideal 

choice of system for applications using expensive reagents and  

valuable samples.

The Finnpipette F1 system takes pipetting to another level with the 

“The Finnpipette F1 pipettes are light to use.

following features:
•	 A light, silent touch: Volume adjustment is virtually easy 

and silent volume adjustment, enabling one-handed volume 
changes for convenience

•	 An exceptional grip and confident feel: A textured 
adjustment knob helps provide a feel of confidence when 
setting volumes; optional handle strips for your pipette also 
enable a firmer grip that makes a huge difference in your work

•	 A slightly softer push: Lower pipetting forces reduce 
repetitive stress injury (RSI) even further without 
compromising results; that means maximum comfort with 
confidence you can count on each and every day

•	 �A little more respect for your thumb: A wide tip ejector 
gives your thumb more room to operate comfortably

There is no need to readjust them as they 

keep their specifications/adjustments for years. 

They look beautiful. I also like the stand.” 

—Special laboratory technician, university, Finland

http://thermofisher.com/finnpipette
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Exceptional performance  
       and comfort, redefined

Comfortable      
tip ejection
Soft-touch tip ejection, 

combined with the softer 

collar of Finntip Flex tips, 

reduces ejection forces. 

Super blow-out
150% increase in air boost 

helps ensure efficient 

delivery of microvolumes and 

prevents capillary action in 

50 μL models and below.

Adjustable 
comfort
The 120-degree adjustable 

finger rest—for both right- 

and left-handed operator 

comfort—allows your hand to 

relax during pipetting cycles.

Silent, easy volume 
adjustment
Enjoy the silent and light volume 

adjustment with over 50% lower 

forces compared to earlier 

models. Improved grip on the 

volume adjustment knob enables 

easy and precise adjustment. 

Securely set and lock volumes 
to prevent undesirable volume 
drift during operation. 

Secure volume lock

Finnpipette F1 pipettes

Lightweight handle design combined with low plunger, tip attachment, and 
ejection forces help reduce the risk of RSI

Learn how the right combination supports pipetting for a lifetime.

Techniques Tools Ergonomics Service

http://thermofisher.com/finnpipette
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In many laboratory environments, chemical resistance and physical durability 
are requirements for a pipette; it must be able to endure powerful, frequent 
decontamination methods and withstand a range of harsh chemicals.

Finnpipette F2 pipettes—ruggedly built 
to excel where other pipettes often fail

The Finnpipette F2 pipette disassembles 
easily for efficient decontamination

Maintenance is easy: Simply detach the tip cone for efficient 

daily maintenance or decontamination when not using 

an autoclave

Rugged and durable: The Finnpipette F2 system contains tough 

polyvinylidene fluoride (PVDF) components that stand up to 

harsh chemicals and the damaging effects of UV light; its rugged 

design withstands physical use without damage

Fully autoclavable: Decontamination of the Finnpipette F2 

pipette is simple because there’s no need to disassemble and 

reassemble the pipette for autoclaving, minimizing disruption 

and downtime

http://thermofisher.com/finnpipette
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A model to meet any need
Its sleek, rugged design is superb for highly 
demanding applications where robustness and 
durability are important. The Finnpipette F2 pipette 
has been widely used for reliable long-term intensive 
use, including environments where contaminants are 
a daily risk. 

“The Finnpipette F2 pipettes are 
beautiful and sleek. 
The design is very ergonomic and comfortable for long-term, repetitive 

sample allocation. The color-coding based on [volume] size is also 

incredibly useful and indicative of thoughtful design … we very much 

enjoy these pipettes and they have made our research more seamless.”

– Biomedical postdoctoral researcher, US
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http://thermofisher.com/finnpipette
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Finntip pipette tips are designed and manufactured expressly for 

Finnpipette models to enable optimal performance, precision, 

and accuracy. Manufactured at facilities holding internationally 

recognized certifications, including ISO 9001, ISO 14001, and 

ISO 13485, reflecting our commitment to quality, environmental 

responsibility, and regulatory compliance.

 Finntip pipette tips 
Achieve excellence 
with a complete Finnpipette system

Lower tip ejection forces up to 49% by 

using Finntip Flex tips with the Finnpipette F1 

multichannel pipette compared to universal 

tips. The soft-touch tip ejector on the 

Finnpipette F1 system combined with the 

soft collar on the Finntip Flex tips reduces the 

force needed to eject tips for less strain on 

your thumb. This can make life in the lab 

easy—each and every day.

Finntip Flex 200

Finntip 200 extended length

Finntip 1000 wide orifice

Finntip 10 mL

•	 Available in a wide range of volumes and styles: Volume 
ranges from 0.2 µL to 10 mL in standard, extended-length, 
and wide-orifice tips

•	 Enhancing user comfort: Finntip Flex pipette tips feature 
a soft collar and stable rack base that support lower 
attachment and ejection forces to reduce hand strain

•	 Easy identification: Color-coding on each 
Finnpipette and Finntip rack maximizes efficiency

•	 Environmentally friendly: Space-saving refill capability with 
reload packaging options that minimize materials and waste

•	 Elevated design: Transparent rack design and a  lock 
mechanism that can be easily opened with one hand
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Volume range
Color 
key

FluidEase Pro 
Finnpipette      
Cat. No. Compatible Finntip tips

0.5-10 μl​ 4673010​ Finntip 10 Micro, Filter 10 Micro, Flex 10, Flex Filter 10​

2.5-100 μl​ 4673020​ Finntip 250, Filter 100, 200 Ext, Filter 100 Ext, 200 Wide, Flex 200, Flex 
Filter 100​

5-200 μl​ 4673030​ Finntip 250, 200 Ext, 200 Wide, Flex 200​

10-300 μl​ 4673040​ Finntip 300, Filter 300, Flex 300, Flex Filter 300​

20-1000 μl​ 4673050​ Finntip 1000, Filter 1000, 1000 Ext, Filter 1000 Ext, 1000 Wide, Flex 
1000, Flex Filter 1000​

0.25-5 ml​ 4673060​ Finntip 5 mL, Filter 5 mL​

0.5-10 ml​ 4673070​ Finntip 10 mL, Filter 10 mL, Flex 10 mL Ext, Flex Filter 10 mL Ext​

Finnpipette electronic single-channel pipettes and Finntip tips

Channels/volume 
range

Color 
key

FluidEase Pro 
Finnpipette      
Cat. No. Compatible Finntip tips

8-ch, 0.5–10 µL 4675010​ Finntip 10 Micro, Filter 10 Micro, Flex 10, Flex Filter 10​

8-ch, 2.5–100 µL 4675030​ Finntip 250, Filter 100, 200 Ext, Filter 100 Ext, 200 Wide, Flex 200, Flex 
Filter 100​

8-ch, 5–200 µL  4675050​ Finntip 250, 200 Ext, 200 Wide, Flex 200​

8-ch, 10–300 µL 4675070​ Finntip 300, Filter 300, Flex 300, Flex Filter 300​

8-ch, 25–1250 µL 4675090​ Flex 1200, Flex Filter 1200​

12-ch, 0.5–10 µL 4675020​ Finntip 10 Micro, Filter 10 Micro, Flex 10, Flex Filter 10​

12-ch, 2.5–100 µL 4675040​ Finntip 250, Filter 100, 200 Ext, Filter 100 Ext, 200 Wide, Flex 200, Flex 
Filter 100​

12-ch, 5–200 µL 4675060​ Finntip 250, 200 Ext, 200 Wide, Flex 200​

12-ch, 10–300 µL 4675080​ Finntip 300, Filter 300, Flex 300, Flex Filter 300​

12-ch, 25–1250 µL 4675100​ Flex 1200, Flex Filter 1200​

Finnpipette electronic multichannel pipettes and Finntip tips

 Ordering information
 Electronic pipettes and compatible 
Finntip tips

10 µL

100 µL/200 µL

300 µL

1,000 µL

1,250 µL

 5 mL

10 mL

Maximum volume color key.

http://thermofisher.com/finnpipette
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 Ordering information

Accessories for manual and electronic pipettes

Description Cat. No.

F-Series Stand, linear, white, for six F1 or F2 pipettes 9420400

Multichannel Pipette Stand, for one F1, F2, or Novus pipette  9420390

Pipette Stand, linear, grey, for six F1 or F2 pipettes  9420290

Pipette Mini-Stand, linear, for three F1 or F2 pipettes  9420320

FluidEase Charging Stand 9420520

FluidEase Charging Stand Extension Kit 9420530

FluidEase Wall Charging Stand ​ 9420540​

Pipette stands

Reagent reservoirs

Description Volume Packaging Quantity  
(pack)

Packs 
per case Cat. No.

Manual reservoir, sterile, polystyrene

Single tray, no divider 25 mL
Stacked 10 1 8093-11

Ind. wrap 50 1 8094

Single tray, with 
single divider 25 mL

Stacked 10 1 8095

Ind. wrap 50 1 8096-11

Single tray, no divider 100 mL
Stacked 10 1 8085

Ind. wrap 50 1 8086

Multichannel Pipette Stand FluidEase Charging Stand FluidEase Wall Charging Stand ​F-Series Stand

Reservoirs

http://thermofisher.com/finnpipette
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Volume range
Color 
key

Finnpipette F1 
Cat. No.

Finnpipette F2 
Cat. No. Compatible Finntip tips

0.2–2 µL, micro 4641010N 4642010 Finntip 10 Micro, Filter 10 Micro, Flex 10, Flex Filter 10

0.5–5 µL, micro 4641020N 4642020 Finntip 10 Micro, Filter 10 Micro, Flex 10, Flex Filter 10

1–10 µL, micro 4641030N 4642030 Finntip 10 Micro, Filter 10 Micro, Flex 10, Flex Filter 10

1–10 µL 4641040N 4642040 Finntip 250, Filter 10, 200 Ext*, Flex 200, Flex Filter 30

2–20 µL, micro 4641050N 4642050 Finntip 50 Micro, Filter 50 Micro

2–20 µL 4641060N 4642060 Finntip 250, Filter 20, 200 Ext, Flex 200, Flex Filter 30

5–50 µL, micro 4641130N 4642120 Finntip 50 Micro, Filter 50 Micro

5–50 µL 4641140N 4642130 Finntip 250, Filter 100, 200 Ext, Filter 100 Ext, Flex 200, Flex Filter 100

10–100 µL 4641070N 4642070 Finntip 250, Filter 100, 200 Ext, Filter 100 Ext, 250 Wide, Flex 200, Flex 
Filter 100

20–200 µL 4641080N 4642080 Finntip 250, Filter 200, 200 Ext, Filter 200 Ext, 250 Wide, 
Flex 200, Flex Filter 200

30–300 µL 4641090N N/A Finntip 300, Filter 300, Flex 300, Flex Filter 300

100–1000 µL 4641100N 4642090 Finntip 1000, Filter 1000, 1000 Ext, Filter 1000 Ext, 1000 Wide, Flex 
1000, Flex Filter 1000

0.5–5 mL 4641110N 4642100 Finntip 5 mL, Filter 5 mL

1–10 mL 4641120N 4642110 Finntip 10 mL, Filter 10 mL, Flex 10 mL Ext, Flex Filter 10 mL Ext

* Ext = extended.

Finnpipette single-channel pipettes and Finntip tips

Channels/volume 
range

Color 
key

Finnpipette F1 
Cat. No.

Finnpipette F2 
Cat. No. Compatible Finntip tips

8-ch, 1–10 µL, micro 4661000N 4662000 Finntip 10 Micro, Filter 10 Micro, Flex 10, Flex Filter 10

8-ch, 5–50 µL 4661010N 4662010 Finntip 250, Filter 100, 200 Ext, Filter 100 Ext, Flex 200, Flex Filter 100

8-ch, 10–100 µL 4661020N 4662020 Finntip 250, Filter 100, 200 Ext, Filter 100 Ext, Wide 250, 
Flex 200, Flex Filter 100

8-ch, 30–300 µL 4661030N 4662030 Finntip 300, Filter 300, Flex 300, Flex Filter 300

12-ch, 1–10 µL, micro 4661040N 4662040 Finntip 10 Micro, Filter 10 Micro, Flex 10, Flex Filter 10

12-ch, 5–50 µL 4661050N 4662050 Finntip 250, Filter 100, 200 Ext, Filter 100 Ext, Flex 200, Flex Filter 100

12-ch, 10–100 µL 4661060N 4662060 Finntip 250, Filter 100, 200 Ext, Filter 100 Ext, Wide 250, 
Flex 200, Flex Filter 100

12-ch, 30–300 µL 4661070N 4662070 Finntip 300, Filter 300, Flex 300, Flex Filter 300

16-ch, 1–10 µL, micro 4661080N 4662080 Finntip 20 Micro, Filter 20 Micro

16-ch, 5–50 µL, 
micro 4661090N 4662090 Finntip 50 Micro, Filter 50 Micro

Finnpipette multichannel pipettes and Finntip tips

Ordering information
Manual pipettes and compatible Finntip tips

10 µL

20 µL/50 µL

100 µL/200 µL

300 µL

1,000 µL

 5 mL

10 mL

Maximum volume color key.

Finnpipette brochure thermofisher.com/finnpipette

http://thermofisher.com/finnpipette
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Volume
Finnpipette F1 
Cat. No.

Finnpipette F2 
Cat. No. Compatible Finntip tips

 1 μL  N/A 4652000 Finntip 10 Micro, Filter 10 Micro, Flex 10, Flex Filter 10

 5 μL  N/A 4652010 Finntip 10 Micro, Filter 10 Micro, Flex 10, Flex Filter 10

 10 μL  4651020N 4652020 Finntip 250, Filter 10, 200 Ext, Flex 200, Flex Filter 30

 20 μL  4651130N 4652130 Finntip 250, Filter 20, 200 Ext, Flex 200, Flex Filter 30

 25 μL  4651030N 4652030 Finntip 250, Filter 30, 200 Ext, Filter 100 Ext, Flex 200, Flex Filter 30

 50 μL  4651040N 4652040 Finntip 250, Filter 100, 200 Ext, Filter 100 Ext, Flex 200, Flex Filter 100

 100 μL  4651050N 4652050 Finntip 250, Filter 100, 200 Ext, Filter 100 Ext, Wide 250, Flex 200, Flex Filter 100

 200 μL  4651140N 4652140 Finntip 250, Filter 200, 200 Ext, Filter 200 Ext, Wide 250, Flex 200, Flex Filter 200

 250 μL  4651060N 4652060 Finntip 1000, Filter 1000, 1000 Ext, Filter 1000 Ext, 1000 Wide, Flex 1000, Flex Filter 1000

 500 μL  4651070N 4652070 Finntip 1000, Filter 1000, 1000 Ext, Filter 1000 Ext, 1000 Wide, Flex 1000, Flex Filter 1000

 1000 μL  4651080N 4652080 Finntip 1000, Filter 1000, 1000 Ext, Filter 1000 Ext, 1000 Wide, Flex 1000, Flex Filter 1000

 2000 μL  4651090N 4652090 Finntip 5 mL, Filter 5 mL

 3000 μL  4651100N 4652100 Finntip 5 mL, Filter 5 mL

 5000 μL  4651110N 4652110 Finntip 5 mL, Filter 5 mL

 10000 μL  4651112N 4652120 Finntip 10 mL, Filter 10 mL, Flex 10 mL Ext, Flex Filter 10 mL Ext

Finnpipette single-channel, fixed-volume pipettes and Finntip tips

Thermo Scientific™ Finnpipette™ F1 and F2 Good Laboratory Pipetting (GLP) Kits

Kit No. Contents
Finnpipette F1 
Cat. No.

Finnpipette F2 
Cat. No.

GLP kit 1 

•	 Single-channel 1–10 μL, 10–100 μL, and 
100–1,000 μL pipettes

4700850N 4700870•	 F-Series stand

•	 3 racks of Finntip Flex tips

GLP kit 2 

•	 Single-channel 0.2–2 μL, 2–20 µL, 20–200 µL, 
and 100–1,000 µL pipettes

4700860N 4700880•	 F-Series stand

•	 4 racks of Finntip Flex tips

GLP kit 3

•	 Single-channel 10–100 μL, 100–1,000 μL, and 
1–10 mL pipettes

 4700865N  4700885•	 F-Series stand

•	 2 racks of Finntip Flex tips and 1 rack of 
Finntip tips

GLP kit 4

•	 Single-channel 2–20 µL, 20–200 µL, and 
100–1,000 µL pipettes

 4701060N 4701070•	 F-Series stand

•	 3 racks of Finntip Flex tips

Finnpipette F2 GLP Kit 2

Finnpipette F1 GLP kit 1

 Ordering information
 Manual pipettes and compatible Finntip tips

Finnpipette brochure thermofisher.com/finnpipette

http://thermofisher.com/finnpipette
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Provider of innovative pipetting systems for labs

You can improve accuracy and precision when you combine the right pipetting techniques, tools, 
ergonomics, and service with the most critical factor—the skill and expertise of the operator. 
Let us show you how with over 50 years of liquid handling experience.

Techniques Tools Ergonomics Service

This comprehensive Pipetting for a Lifetime Guide 
will help you achieve better results by providing tips on 
advancing your skills so you can handle anything.

http://thermofisher.com/finnpipette


 Protecting your investment
For more than 25 years, our quality-minded equipment service 

has met our customers’ diverse needs.

Whether you’re working in a unique environment such as a cGLP, 

cGMP, critical research, or academic laboratory or you have a 

special requirement, you can feel confident that your pipettes will 

have the accuracy and performance you need.

We provide you with:

•	 Online visibility of service status, calibration history, and 
asset management

•	 Tailored solutions to fit your unique needs

•	 Option to send pipettes to our calibration laboratory or have 
us come to your site

Let our expertise complement yours. Explore all the 

new ways to protect your instruments and equipment 

at thermofisher.com/equipment-service.

Warranty registration
Register your pipette online for a free warranty at 

thermofisher.com/pipettewarranty.

For general laboratory use. © 2016, 2022, 2026 Thermo Fisher Scientific Inc. All rights reserved. 
All trademarks are the property of Thermo Fisher Scientific and its subsidiaries unless otherwise specified. 
Bluetooth is a trademark of Bluetooth SIG, Inc.

BROC-15489704 0826

 Learn more at thermofisher.com/finnpipette

https://www.thermofisher.com/us/en/home/life-science/lab-plasticware-supplies/lab-plasticware-supplies-learning-center/lab-plasticware-supplies-resource-library/fundamentals-of-pipetting/pipette-maintenance-service/pipette-calibration-maintenance.html?cid=fl-equipment-service 
http://info.thermoscientific.com/pipettewarranty?cid=fl-lcd-pipettewarranty
https://www.thermofisher.com/us/en/home/life-science/lab-plasticware-supplies/pipettes-pipette-tips/finnpipette-systems.html?cid=fl-lcd-finnpipette 

